დანართი №2

ტენდერი 
ქსელური მოწყობილობებისა და მხარდაჭერის შესყიდვის თაობაზე



General Requirements
All proposed equipment must be:
1. Enterprise-grade
1. Brand new (not refurbished)
1. Officially supplied and supported by the manufacturer
1. Compliant with relevant international standards
1. Minimum 3-year warranty
1. Access to technical support
1. Firmware and software updates
Licensing
1. The bidder must clearly specify all required licenses
1. Licensing model must be defined (per AP, subscription, perpetual)
If subscription-based:
1. Minimum 3-year licensing must be included
1. Full feature set must be available
Network Integration
The solution must support:
1. VLAN segmentation
1. Quality of Service (QoS)
1. Integration with DHCP/DNS infrastructure
1. Integration with firewall and NAC systems
High-Density & Design Requirements
1. Optimized for hospitality environments (rooms, corridors, common areas)
1. Efficient operation with maximum 5–8 SSIDs
1. Advanced client steering and load balancing
1. Seamless roaming across APs without service interruption
Acceptance & Performance Requirements
Coverage Requirements
1. Minimum signal strength of -65 dBm in all indoor coverage areas (rooms, corridors, common areas)
Roaming Performance
1. [bookmark: _GoBack]Seamless roaming between Access Points
1. Roaming delay must be < 50 ms
Performance & User Experience
1. Stable connectivity with 20–30 active clients per AP
1. No noticeable interruption during roaming (voice/video must remain stable)
Validation & Testing
1. Vendor must perform on-site validation and provide measurement reports
1. Testing methodology and tools must be documented and approved
Approved / Acceptable Brands
1. Cisco (Catalyst / Meraki)
1. Ruckus (CommScope)
1. Huawei (AirEngine series)
1. Juniper Mist
1. Ubiquiti (UniFi series)
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